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1991 Toyota MR2 Factory Repair Manual]
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Engine  205/60R14 87V — 23 (33, 225) 3]
H Chassis ground All models 224.0 (8.819) 2030 (7.992) 3
H clearance mm (in.)
Front wheel Inspection STD Adjustment STD
alignment Toe-in 1+ 2mm (0.04 £ 0.08in) | 1+ 1mm (0.04 + 0.04in)
Left-right error 1.0 mm (0.039 in.) or less | 1.0 mm (0.039 in.) o less
Camber — 056" £ 30° =
Left-right error 30’ or less =
Caster 245" + 45° 245" = 30°
Left-right error 30" or less 30" or less
Steering axis inclination 1336 + 30° —
Left-right error 30" or less -
Wheel angle | Outside wheel 32
(Maximum) Inside wheel 37°30" + 1°30°
Side slip (Reference only) 3.0 mm/m (0.118 in./33 ft) or less
Rear wheel Inspection STD Adjustment STD
alignment Toe-in 5+ 1mm(0.20 + 0.04in) | 1% 1 mm (0.04 % 0.04in)
Left-right error 10° or more 10" or more
Camber ~1720° £ 30 =
Left-right error 30" or less —
Wheel lateral runout Less than 1.0 mm (0.039 in.)
Front axle and Hub bearing axial Limt | 05mm 0.0020 in.
suspension Ball joint rotation condition 8-25 kg-cm =
(7-22in.-1b, 0.8 - 25 N-m) @
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